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SPECSHEET

TUNNEL 
FREE STANDING 

BOPLAN
TUNNEL 

SPECIFICATION
SHEET

Boplan reference:  HT12-...

APPLICATION

Protection The Tunnel Free Standing is designed to protect pedestrian walkways and is ideal for 
creating a safe passage between stacked goods.

Advisory speed HT Tunnels are not intended for impact with fork lift trucks or other motorized vehicles.

MATERIAL

Posts and rails Polyolefin - UV resistant - Fire class HB* - Non conductive - Impervious to most chemical 
products**

STANDARD COLORS

End post Black

Mid post Black

Handrails Yellow

BASEPLATES

Steel Zinc Coated Steel Stainless steel

Material Steel 37

Coating Lacquered On request On request

Color High gloss black

FIXATIONS

ZINC COATED INOX

EXPANSION ANCHOR Length = 120 mm 
Size = M12

Drill hole diameter = 12 mm
Max load (pull out) = 7.9 kN

On request

THREADED ROD
(WITH CHEMICAL ANCHOR)

Length = 120 mm 
Size = M12

Drill hole diameter = 14 mm
Max load (pull out) = 16 kN

On request
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Old Ref:  

Ref : FI1005-0M16-0120 - Chemical anchoring fixings - M16x120mm

Creator :  cedric
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HEIGHT TUNNEL

Total height 5 rails
(2950 mm)

6 rails
(3500 mm)

7 rails
(4050 mm)

8 rails
(4600 mm) 

Height rail 1 515 mm 515 mm 515 mm 515 mm

Height rail 2 1065 mm 1065 mm 1065 mm 1065 mm

Height rail 3 1615 mm 1615 mm 1615 mm 1615 mm

Height rail 4 2165 mm 2165 mm 2165 mm 2165 mm

Height rail 5 2715 mm 2715 mm 2715 mm 2715 mm

Height rail 6 - 3265 mm 3265 mm 3265 mm

Height rail 7 - - 3815 mm 3815 mm

Height rail 8 - - - 4365 mm

REQUIREMENTS

Concrete quality minimum C25/30

Concrete floor plate thickness (mm) minimum 150 mm

Concrete slab dimension around posts (mm) 800 (h) x 800 (w) x 500 (d)

Operational temperature -10°C up to +40°C

Water and humidity Dry indoor use only.

DETAIL  A
SCALE 1/7

A

BOM for this example
DESCRIPTIONPART NUMBERQTYITEM

Tunnel post free standing < 3500x1750mm - 6 rails - End postHT0100-0010-0000BL21
Tunnel post free standing < 3500x1750mm - 6 rails - Mid postHT0100-0010-0000BL32
Tunnel rail SET 6x < 1500mmHT0100-0110-0000YE43

1 2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

A

B

C

D

E

F

A

B

C

D

E

F

CT

Boplan (Head office)
Muizelstraat 12
B-8560 Moorsele
Belgium

format

A3
scale

THIS DOCUMENT IS THE PROPERTY OF BOPLAN. USE IS AUTHORIZED ONLY FOR THE RESPONDING TO A REQUEST
FOR QOUTATION OR FOR THE PERFORMANCE OF WORK FOR BOPLAN. MORE DOCUMENTS AT BOPLAN.COM SHEET: 1 

Tunnel post free standing < 3500x1750mm - 6 rails
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S = Stainless steel (=inox = RVS)
Z = Zinc coated (=galvanized) 
C = chamfered 
YE = Yellow

POSTS

5 rails 
(2950 mm)

6 rails 
(3500 mm)

7 rails 
(4050 mm)

8 rails  
(4600 mm)

Corner post HT1201-2950-CPBL HT1201-3500-CPBL HT1201-4050-CPBL HT1201-4600-CPBL

End post Left HT1201-2950-EPLBL HT1201-3500-EPLBL HT1201-4050-EPLBL HT1201-4600-EPLBL

End post Right HT1201-2950-EPRBL HT1201-3500-EPRBL HT1201-4050-EPRBL HT1201-4600-EPRBL

Mid post HT1201-2950-MPBL HT1201-3500-MPBL HT1201-4050-MPBL HT1201-4600-MPBL

REFERENCE LIST - TUNNEL FREE STANDING

RAILS

Rail  SET 5x 250 mm - 1500 mm HT1231-1500-R5YE

RAIL SET 6x 250 mm - 1500 mm HT1231-1500-R6YE

Rail SET 7x 250 mm - 1500 mm HT1231-1500-R7YE

Rail SET 8x 250 mm - 1500 mm HT1231-1500-R8YE

Top rail Free standing 500 mm - 1750 mm HT1231-1750-TRFRBL

End post Left

End post Right
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Top rail Free standing

Rail SET

End post Right

End post Left
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Tunnel - tailer made - based on TB400 plus

Tunnel - tailer made - based on TB400 plus
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